XRF Scientific Products

The Modutemp TCB-1A Portable Thermocouple Calibration unit is ideal
for workshop or site use wherever a 240volt supply is available.

The unit comprises a purpose designed heat-block with centrally-located heat source which is surrounded by
high quality ceramic fibre insulation and encased in a steel housing. Heating of the block is controlled by a
precision Temptron temperature controller and monitored via a calibrated type 'N' thermocouple. The heat-
block unit, temperature controller, power supply and associated equipment is all encased in the outerhousing
which is epoxy powder coated.

This instrument may be used vertically or horizontally and comes equipped with a carry handle which doubles
as a support for benchtop use.

Range: Ambient to +700°C

Heating rate: Ambient to +400°C in <20minutes.

Calibration Block: Aluminium Bronze. Test bores for thermocouples of up to 0.5",
0.375" and 0.25"(2) in diameter.

Heating: 560watt sealed resistive element with solid state relay.

Temperature Control:  Temptron Model AYT Digital PID precision temperature controller.

Thermocouple: Type "N"

Power Requirement: ~ 240volt 50Hz AC 0.6Kw - (3 metres of cable & 10A plug)

Dimensions: 165 (h) x 285 (w) x 325 (d) mm

Weight: 10Kgs.

XRF Scientific Ltd equipment is fully tested prior to shipment and programmed ready for use.
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